
Performance Bulletin

PERFORMANCE DATA Boat: 17' Wooldridge Alaskan
Length                                           17' 8"
Beam                                           79"
Weight w/o engine                            750
Max jet HP                                135
Fuel capacity                                 36 gals
Transom height                             27"
Weight as tested (approximate)            1644

Yamaha 90/65 Jetpower
Horsepower  (jetpower)                         65
Fuel Induction            Electronic Fuel Injection
Displacement                            97 cu. in.
Weight                                 369 lbs.

Impeller
Wooldridge stainless steel            7 3/8 D

Test Conditions
Number of Persons                          2
Air Temperature                        47°
Water Temperature                   50°
Elevation                                20 ft.
Wind Velocity                       10-15 MPH

Comments:
Test weight includes passengers, fuel, battery, safety and
test equipment, 525 pound payload.

Note:
Data may vary due to changes in weather, elevation, options
and equipment, load and boat bottom conditions. Fuel data
gathered with Yamaha’s Command Link™ fuel management
system. Speed data gathered with GPS receiver.

Test done by Wooldridge Boats with Yamaha assistance and equipment.
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Wooldridge 17' Alaskan
Yamaha 90/65 Jetpower

RPM MPH GPH MPG
1000 3 0.4 7.5
1500 3.9 0.7 5.57
2000 5 1.1 4.55
2500 5.7 1.5 3.8
3000 6.7 2.3 2.91
3500 7.5 2.9 2.59
4000 21 4.4 4.77
4500 28 5.4 5.19
5000 31 7 4.43
5300 33 9 3.67


